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COMPONENTS

• EQ-300 unit
• Sediment Prefilter
• Certificate of Warranty
• Installation kit
   (2) 4” PVC Nipples
   (2) 2” PVC Nipples
   (1) Shut Off Valve
   (1) Bypass Hose
   (2) PVC Unions
   (1) Prefilter Housing
   (1) Garden Hose Adapter

RHINO EQ-300 WHOLE HOUSE 
The Rhino EQ-300 Filter System effectively reduces chlorine, bad taste, and odor from tap water for clean, 

healthy water throughout your entire home!

Precautions & Operating Specifications
The EQ-300 must be insalled by a licensed plumber to validate the 1 year warranty.

1. Read all precautions, installation, and operating instructions carefully and completly before installing the unit.
2. Do not install this filter where the line pressure may exceed 100 psi. Operating pressure range 20psi to 100psi.
3. Rated Service flow is 7 gallons per minute, rated capacity is 300,000 gallons. Replacement unit item 
    # EQ-300R, available at www.aquasana.com, cost $719.00
4. Sediment pre-filter cartridges should be changed every 6 months or as needed. Available at 
    www.aquasana.com, package of 4: $19.99 Item # EQ-304.
5. Install on cold water lines only. Operating temperature range 40° - 90°F. Protect unit from freezing.
6. Do not install the unit on its side or in direct sunlight.
7. Use Teflon tape, not pipe dope, for thread sealing.
8. Installation of the filter must comply with existing state and local
    plumbing codes.
9. Use only warm, soapy water to clean the outside of the housing.
    Rinse well with fresh, clean water. Never use chemical cleaning
    products on the filter’s exterior surface because they may damage
    the filter housing.
10. This product in not intended for use with water that is 
      microbiologically unsafe or of unknown quality without 
      adequate disinfection before or after the unit.

It is very important that this system 
be installed and flushed per these 

instructions. Properly installed, this 
product will provide years of trouble 
free service and high quality water.

Whole House 
Water Filter

ANSI/NSF 42
3JRY

System tested and certified by Underwriters Laboratories to 
NSF/ANSI Standard 42 for chemical reduction of chlorine and 

taste and odor as verified and substantiated by test data.


